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Self-drilling screw, 
hot-dip zinc coated 
and painted

Steel plate TP46, thickness 
0,63 mm, with hot-dip 

zinc coating (275 g/m2), 
painted (ext. 25 µm, int 

15 µm), with inside layer 
preventing water vapour 

condensation (NCD)

Steel truss girder, with hot-dip 
zinc coating (275 g/m2 or 

450 g/m2), pre-formed holes

Glass wool granules or rock 
wool, thickness 200-300 mm

Steel plate IP18, thickness 
0,5 mm, with hot-dip zinc 

coating (275 g/m2), painted 
(ext. 25 µm, int 15 µm)

TYPE 2 Roof insulation

Steel roof purlin, with 
hot-dip zinc coating 
(275 g/m2) – Z-profile

Steel ceiling purlin, with hot-dip 
zinc coating (275 g/m2 or 
450g/m2), painted (ext. 25 µm, 
int 15 µm) – Z-profile

Self-tapping, stainless 
screw with self-vulcanizing 
seal

Vapour-resistant layer, 
PE foil, 0,2 mm

Pre-formed holes

Uc 0,180,30

Uo

250150

0,15

0,18

250

0,150,25

0,200,30 0,18Uc required

Insulation thickness (mm)*

* Insulation meets required UC

>160C (2014)8-160C >160C (2017)

Thermal
transmittance
Uc [W/m2K]

Certificate


